Size Range: 3” x 3-5/8” O.E. minimum to 18” x 18” O.E. or flat sheet 



   maximum



   3-3/8” x 6” O.S. minimum to 12” x 15” O.S. maximum

Flap Range: No minimum to 2 3/4” maximum flap length that machine

can open or close automatically.  Flaps longer than 2 3/4” have to be

opened and/or closed by hand at an additonal charge.

Tape Widths: 1/2”, 3/4”, 1”, 1-1/2” and 2”.  These are release paper

widths.  Gum width will be slightly narrower than the release paper.

Tape Length: 1-1/2” minimum to 13-1/2” maximum

Stock Type: 24# recommended minimum to 12 point board stock

maximum thickness.

Procedure: A custom pattern will be made from your envelope or job

item.  This pattern is used to make a gumming pad shaped specifically

for your job.  Unless otherwise specified, we will select the most

appropriate width of adhesive and corresponding release paper

needed to ensure a good seal on your job item.  As your job is

running, samples will be pulled and inspected to ensure that you are

receiving quality service.

Turn Time: Allow 5 days for quantities up to 100,000.  For quantities

over 100,000, please contact our office.

Please note that release paper can extend beyond the sides of the flap or can

be cut just inside the edges of the flap.  If your job item will be going on another

machine after peel and seal application for printing or inserting, you will want to

specify “No tape off edge” so that there will be no release paper overhang that

may get caught up during an additional service.  Angled flaps will have a strip of

release paper extending straight accross flap and extending down just beyond

the point of the flap and should

